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REF.
NUMBER
ABM610 BILL OF MATERIAL

ERECTION
MARK NO. SHAPE WEIGHTREMARKSASSY.

MARKLENGTHMATERIAL
GRADE

NO.
Pcs.

SHIPPING BILL SHOP BILL

SE
Q

2B1971

2B1971 W16X45 38'-3 7/16 1733STD RED PRIMERA992

SQ-2BEAM2

a622 L4X3-1/2X1/4 0'-11 1/2 12A36

a1891 L3X3X1/4 19'-11 11/16 98A36

a1981 L3X3X1/4 2'-11 7/16 14A36

p1391 PL3/8X3 0'-8 3A36

4 3/4Ø A325N BOLT 0'-2 2Workshop

TOTAL WEIGHT THIS DRAWING 1862

ONE - BEAM - 2B197

FIELD CONNECTIONS

3/4" A325N

HOLES (U.N.)

13/16"

DATE

DATE 01-27-20
01-27-20MJC

MMP
DETAILER

PM

CHECKER
KEEGAN FISCHER

DETAILS

LOCATION

CUSTOMER

PROJECT

ARCH/ENG

Golfinity Learning Center
Cooper Commercial
Austin, TX
HUO

JOB NO.

32-19038

DRWG. NO.

2B197

2 03-18-20 REVISED
1 02-28-20 REVISED
0 02-20-20 RELEASED FOR FABRICATION
A 01-27-20 ISSUED FOR APPROVAL

REV. DATE DESCRIPTION

REVISION AND ISSUE RECORD

2784 OLD DALLAS RD.
WACO, TEXAS 76705
PHONE: 254 799 2471
FAX:       254 799 6227
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SHOP CONNECTIONS/ ELECTRODES

SHOP PAINT

SURFACE PREPARATION

MATERIAL (UNLESS NOTED)

E-SHEET REFERENCE

WELD/E70XX

STD RED PRIMER

SSPC-SP2

A36

QTYSEQ.#

SEQUENCE
SHIP MARK
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