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Verdoken en zichtbare bevestiging

HTA 38/17  - 150mmHTA 38/17  - 150mm

HTA 38/17  - 150mm HTA 38/17  - 150mm

HTA 38/17  - 150mmHTA 38/17  - 150mm

Detail GU platen

X X

HTA 38/17  - 150mm HTA 38/17  - 150mm
HKZ - GU 38/17  - 225mm - GVHKZ - GU 38/17  - 225mm - GV

HKZ - GU 38/17  - 225mm - GV

HTA 38/17  - 150mm

HTA 38/17  - 150mm

HTA 38/17  - 150mm

HTA 38/17  - 150mm

zichtbare verankering plint

HTA 38/17  - 150mm

HKZ 38/17  - 200mm

HTA 38/17  - 150mm HTA 38/17  - 150mm

HTA 38/17  - 150mm

HKZ 38/17  - 200mm

HTA 38/17  - 150mm

HTA 38/17  - 150mm

HTA 38/17  - 150mm

HTA 38/17  - 150mm

20
0

20
0

even if the exposed side connections fail (reduced wind load applies)
anchored on both sides, ensuring stability under fire conditions 
All concrete fire wall panels are either fixed with hidden connections or 

Silex afwerking 3 nr. yyySilex afwerking 2 nr. yyy

bouten in HTA in wand

wanden te bevestigen 

Detail bevestiging bovenste panelen

Detail bevestiging middelste panelen

K5072
400/550
O.K.: -830mm
(m = 2752kg )

K5006
400/500
O.K.: -830mm
(m = 4175kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5076
450/500
O.K.: -830mm
(m = 4620kg )

7000

K5030
400/500
O.K.: -830mm
(m = 3918kg )

7000

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

7000

K5021
550/550
O.K.: -830mm
(m = 6697kg )

K5075
350/350
O.K.: -830mm
(m = 1720kg )

K5067
450/550
O.K.: -830mm
(m = 6990kg )

K5075
350/350
O.K.: -830mm
(m = 1720kg )

7000

K5075
350/350
O.K.: -830mm
(m = 1720kg )

K5001
550/550
O.K.: -830mm
(m = 6072kg )

K5004
400/500
O.K.: -830mm
(m = 4087kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5062
450/500
O.K.: -830mm
(m = 4572kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5060
500/800
O.K.: -830mm
(m = 9688kg )

K5087
550/550
O.K.: -831mm
(m = 6696kg )

K5038
400/500
O.K.: -830mm
(m = 3918kg )

K5080
500/800
O.K.: -830mm
(m = 9626kg )

K5018
450/550
O.K.: -830mm
(m = 5792kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

7000

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5048
550/550
O.K.: -830mm
(m = 5930kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

65
50

K5075
350/350
O.K.: -830mm
(m = 1720kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

M' M'

K5031
400/500
O.K.: -830mm
(m = 3917kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K6000
550/550
O.K.: -830mm
(m = 6536kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

K5075
350/350
O.K.: -830mm
(m = 1720kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5008
400/500
O.K.: -840mm
(m = 4208kg )

K5119
400/550
O.K.: -830mm
(m = 3023kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5082
350/350
O.K.: -830mm
(m = 1720kg )

K5076
450/500
O.K.: -830mm
(m = 4620kg )

K5070
400/550
O.K.: -830mm
(m = 3023kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5051
500/800
O.K.: -830mm
(m = 9689kg )

70
00

K5075
350/350
O.K.: -830mm
(m = 1720kg )

K5021
550/550
O.K.: -830mm
(m = 6697kg )

K5075
350/350
O.K.: -830mm
(m = 1720kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5010
400/500
O.K.: -830mm
(m = 4203kg )

K5073
350/350
O.K.: -830mm
(m = 1720kg )

7000

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5081
350/350
O.K.: -830mm
(m = 1720kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5048
550/550
O.K.: -830mm
(m = 5930kg )

K5115
450/550
O.K.: -830mm
(m = 5792kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

70
00

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

K5037
400/500
O.K.: -830mm
(m = 3918kg )

7000

K5025
550/550
O.K.: -830mm
(m = 6697kg )

7000

K5042
400/500
O.K.: -830mm
(m = 3918kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5024
400/400
O.K.: -830mm
(m = 3282kg )

K5076
450/500
O.K.: -830mm
(m = 4620kg )

K5061
500/800
O.K.: -830mm
(m = 9688kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

K5108
350/350
O.K.: -830mm
(m = 1720kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5095
450/550
O.K.: -830mm
(m = 5208kg )

109

109

K5034
400/500
O.K.: -830mm
(m = 3918kg )

61SK5
160/65
O.K.: 20mm
(m = 43kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5085
450/550
O.K.: -830mm
(m = 5690kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5095
450/550
O.K.: -830mm
(m = 5208kg )

K5035
400/500
O.K.: -830mm
(m = 3918kg )

K5059
500/800
O.K.: -830mm
(m = 9688kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5039
400/500
O.K.: -830mm
(m = 3918kg )

K5017
450/550
O.K.: -830mm
(m = 5697kg )

K5056
500/800
O.K.: -830mm
(m = 9688kg )

67SK0(?)
100/100
O.K.: 20mm
(m = 15kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

70
00

K5000
550/550
O.K.: -830mm
(m = 6072kg )

70
00

K5012
400/500
O.K.: -830mm
(m = 4203kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5093
600/800
O.K.: -830mm
(m = 12836kg )

K5065
550/800
O.K.: -830mm
(m = 11236kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5107
450/550
O.K.: -830mm
(m = 5299kg )

67SK0(?)
100/100
O.K.: 20mm
(m = 15kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5095
450/550
O.K.: -830mm
(m = 5208kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

K5095
450/550
O.K.: -830mm
(m = 5208kg )

K5043
400/500
O.K.: -830mm
(m = 3918kg )

K5033
400/500
O.K.: -830mm
(m = 3918kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5094
450/550
O.K.: -830mm
(m = 5547kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

K5077
450/500
O.K.: -830mm
(m = 4572kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

K5110
550/550
O.K.: -830mm
(m = 6788kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

70
00

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

K5048
550/550
O.K.: -830mm
(m = 5930kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

7000

K5020
400/550
O.K.: -830mm
(m = 2759kg )

K5095
450/550
O.K.: -830mm
(m = 5208kg )

K5011
400/500
O.K.: -830mm
(m = 4199kg )

K5076
450/500
O.K.: -830mm
(m = 4620kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5032
400/500
O.K.: -830mm
(m = 3917kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

K5055
500/800
O.K.: -830mm
(m = 9688kg )

K5084
450/550
O.K.: -830mm
(m = 5690kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5045
400/500
O.K.: -830mm
(m = 3952kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

70
00

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

K5113
550/550
O.K.: -830mm
(m = 6789kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

70
00

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5086
550/550
O.K.: -830mm
(m = 6697kg )

K5016
450/550
O.K.: -830mm
(m = 5697kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5021
550/550
O.K.: -830mm
(m = 6697kg )

K5048
550/550
O.K.: -830mm
(m = 5930kg )

K999(?)
190/600
O.K.: 0mm
(m = 1739kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5028
400/500
O.K.: -830mm
(m = 3917kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5112
550/550
O.K.: -830mm
(m = 6728kg )

70
00

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

7000

K5079
450/550
O.K.: -830mm
(m = 5690kg )

K5117
550/800
O.K.: -830mm
(m = 11304kg )

7000

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

71
80

K5118
550/800
O.K.: -830mm
(m = 11304kg )

7000

K5000
550/550
O.K.: -830mm
(m = 6072kg )

7000

K5052
500/800
O.K.: -830mm
(m = 9689kg )

K5021
550/550
O.K.: -830mm
(m = 6697kg )

7000

K5048
550/550
O.K.: -830mm
(m = 5930kg )

7000

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5048
550/550
O.K.: -830mm
(m = 5930kg )

7000

K5041
400/500
O.K.: -830mm
(m = 3918kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5027
550/550
O.K.: -830mm
(m = 6788kg )

7000

K5116
450/550
O.K.: -830mm
(m = 5791kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

7000

K5071
450/550
O.K.: -830mm
(m = 5755kg )

K5048
550/550
O.K.: -830mm
(m = 5930kg )

K5013
400/500
O.K.: -830mm
(m = 4199kg )

K5090
550/550
O.K.: -830mm
(m = 6695kg )

K5023
400/400
O.K.: -830mm
(m = 3275kg )

K5109
550/550
O.K.: -830mm
(m = 6697kg )

71
80

K5009
400/500
O.K.: -830mm
(m = 4199kg )

K5015
400/500
O.K.: -830mm
(m = 4173kg )

K5014
400/500
O.K.: -830mm
(m = 4167kg )

K5003
400/500
O.K.: -830mm
(m = 4087kg )

7000

K5002
400/500
O.K.: -830mm
(m = 4064kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5076
450/500
O.K.: -830mm
(m = 4620kg )

K5000
550/550
O.K.: -830mm
(m = 6072kg )

K5005
400/500
O.K.: -830mm
(m = 4066kg )

K5007
400/500
O.K.: -830mm
(m = 4166kg )

K5048
550/550
O.K.: -830mm
(m = 5930kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5091
400/500
O.K.: -830mm
(m = 3912kg )

61SK2
200/75
O.K.: 25mm
(m = 116kg )

K5025
550/550
O.K.: -830mm
(m = 6697kg )

K5095
450/550
O.K.: -830mm
(m = 5208kg )

K5047
500/800
O.K.: -830mm
(m = 9721kg )

K5057
500/800
O.K.: -830mm
(m = 9688kg )

K5050
500/800
O.K.: -830mm
(m = 9688kg )

K5049
500/800
O.K.: -830mm
(m = 9699kg )

K5054
500/800
O.K.: -830mm
(m = 9721kg )

K5066
550/800
O.K.: -830mm
(m = 11304kg )

K5074
400/550
O.K.: -830mm
(m = 2759kg )

K5063
550/800
O.K.: -830mm
(m = 10836kg )

K5053
500/800
O.K.: -830mm
(m = 9721kg )

K5092
550/800
O.K.: -830mm
(m = 11304kg )

K5068
450/550
O.K.: -830mm
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O.K.: 20mm
(m = 43kg )

61SK5
160/65
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Paneel vastboren met montagehoek
aan kolom boven balk
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Fire wall as 82' --> as 109
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STRUCTURE R60 / WALLS EI60

met HKZ-GU 38/17
bevestiging aan kolom 

14VG5053, 14VG5054 & 14VG5055

1275

side. Joint width is 2 to 3 cm thickness.
are sealed with a fire resistant sealant (Nullifire FS702) along 1
Joints of the concrete walls (both horizontal and vertical)

Paneel vastboren met montagehoek
aan kolom boven balkPaneel vastboren met montagehoek

aan kolom boven balk
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14VG5000

475

14VG500014VG5000

14VG5004 14VG5034

+2.200

14VG5004

-830

14VG5000

HILTI M12 lengte 36 cm !!
opvullen met krimpvrije mortel !
van de kolom. Nadien buisje
4 x Paneel vast te boren door kop

+7.210

+2.700

+6.220

-830

+6.220 +7.010

14VG5001

14VG5041

14VG5079

te behandelen !!
Bovendaksprofiel R60

14VG5026

+5.850

275

+900

475 700

Detail B+5.000 +5.000
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14VG5006
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side. Joint width is 2 to 3 cm thickness.
are sealed with a fire resistant sealant (Nullifire FS702) along 1
Joints of the concrete walls (both horizontal and vertical)

14VG5004

14VG5007

14VG500414VG500414VG5040

14VG5007

14VG5018(?)

14VG5093

14VG5022

STRUCTURE R60 / WALLS EI60
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Fire wall
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14VG5078
met HKZ-GU 38/17
bevestiging aan kolom 

14VG5027, 14VG5028 & 14VG5029

met HKZ-GU 38/17
bevestiging aan kolom

+9.400

Paneel vastboren met montagehoek
aan kolom boven balk Paneel vastboren met montagehoek

aan kolom boven balk

Paneel vastboren met montagehoek
aan kolom boven balk

Voor groter steunoppervlak
met krimpvrije mortel !
Opening HTA opvullen 

Voor groter steunoppervlak
met krimpvrije mortel !
Opening HTA opvullen 

+9.400
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te behandelen !!
Bovendaksprofiel R60
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rebateVV1

c

Smooth light gray

Type of finishes around openings

ba

Smooth gray

Legend

Nomenclature naming panels
THICKNESS/TYPE/(INSULATION THICKNESS)/FINISHING/NUMBER

example 2: 25I10GLxx = Sandwich wall 25cm, insulation 10cm outer sheet smooth light gray
example 1: 14VGxx = Full wall thickness = 14cm smooth gray finished

 - (THICKNESS OF INSULATION): Thickness of insulation [cm].

       o Sandwich= 'I'
       o Full= 'V'
 - TYPE : Type of panel (full or sandwich panel)

 - THICKNESS - Thickness (sandwich) panel [cm].

 - NUMBER: Sequential element number

       o R = Reckli motifs
       o S = Silex
       o GW = Smooth white
       o GL = Smooth light gray 
       o G = Smooth gray
- FINISHING: Finish panel indicated by 1 character

Silex (return washed out)
Smooth gray (return smooth finished)
Return outer sheet + insulation

(not washed out)
Side outer sheet is smooth
Flat finished

19VG5506 19VG5508

-20

-830

Panelen ondermortelen !!

20071807180

106485
10

350
10663510

10 10
10

350
10

10

350
19VG5509 19VG5511 19VG5504

10 10 64306630

19VG5502 19VG550319VG551319VG551219VG5510

-20
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10
6630

7000
Panelen ondermortelen !!

7000 700070007000700070007000
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7180

19VG550519VG5507

-20

-830

10

Panelen ondermortelen !!

7180

350
106635

10

350
106485500

HTA 38/17 - 150mm

AA

with non-shrink mortar.
tube and then fill the tube 
through the cast-in 
Drill the panel to the column 

HTA 38/17 - 150mm HTA 38/17 - 150mm

HTA 38/17 - 150mm HTA 38/17 - 150mm

HTA 38/17 - 150mm

with non-shrink mortar.
tube and then fill the tube 
through the cast-in 
Drill the panel to the column 

Anchored on both sides

BB

Anchored on both sides

with non-shrink mortar.
tube and then fill the tube 
through the cast-in 
Drill the panel to the column 

with non-shrink mortar.
tube and then fill the tube 
through the cast-in 
Drill the panel to the column 

Anchored on both sidesAnchored on both sides

met montagehoek
boren in de kolom




